THE HOST COMPRCI,

AUTOMATIC WATER
BOOSTER SYSTEM.

NEW from Flojet

FLOJET introduces a new system specifically designed for your booster
pumping needs. This complete automatic system includes the diaphragm
pump, accumulator tank and inlet strain livers smooth flow and pres-
sure from a few drops to 3.5 GPM (13.2 #/min.). The system is easy to
install, just connect water lines and plug in power cord.

Self Priming B Two Models Available:
1.5 GPM (5.71 //min.) / 45-70 PSI (3.1-4.8 bar)

Installs in Convenient
3.5 GPM (13.2 //min.) / 30-45 PSI (2.1-3.1 bar)

Location, Floor or Wall
® Optional Timer Shut-off for

Bottled Water Dispensing
m AC & DC Voltages Available

115 & 230 Volts AC and

12 to 32 Volts DC

Can Run Dry Without Harm
if Water Supply Fails

FDA Materials in Pump and
Accumulator Tank, Suitable
for Drinking Water

FLOJET




STANDARD FLOW MODELS 1.5 GPM (5.7 //MIN.)

2820-040 115V, 70 PSI (4.8 bar)
2820-041 115V, 70 PSI (4.8 bar), timer
2820-240 230V, 70 PSI (4.8 bar)
2820-241 230V, 70 PSI (4.8 bar), timer

= Pump - Duplex Diaphragm
= Housing Material - Nylon

2840-010 115V, 45 PSI (3.1 bar)
2840-011 115V, 45 PSI (3.1 bar), timer
2840-210 230V, 45 PSI (3.1 bar)
2840-211 230V, 45 PSI (3.1 bar), timer

®m Accumulator Tank
Butyl Diaphragm

® Pump - Quad Diaphragm
®m Housing Material - Polypropylene

BOOSTER PUMP SYSTEM
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HIGH FLOW MODELS 3.5 GPM (13.2 //MIN.)

® Accumulator Tank

Butyl Diaphragm

= Elastomer Material - EPDM Poly Pro Liner ® Flastomer Material - Santo/EPDM Poly Pro Liner
® Switch - 45-70 PSI (3.1-4.8 bar) Total Volume - ® Switch - 30-45 PSI (2.1-3.1 bar) Total Volume -
® Ports - 1/4” NPT S . mPorts-12Hoseln 3 NPTOwt 12BN
= Motor - Permanent Magnet TENV Tegal (o) ® Motor - Permanent Magnet TEFC 11 Gal (1)
PERFORMANCE DATA PERFORMANCE DATA
RS U T AR TN SR SR SR |
Priming Dry - 5 Ft. (1.5 m) Priming Dry-5Ft. (1.5m)
Wet - 15 Ft. (4.6 m) Wet - 15 Ft. (4.6 m)
Max Amps 55A, 115 Volt AC Max Amps 1.5A, 115 Volt AC
.25A, 230 VoIt AC .75A, 230 Volt AC
Switch 70 PSI (4.8 bar) Off Switch 45 PSI (3.1 bar) Off
45 PSI (3.1 bar) On 30 PSI (1.7 bar) On
Timer 3 minute, manual reset Timer 3 minute, manual reset
Weight 7.4 Ibs. (3.4 kgs) Weight 8.3 Ibs. (3.7 kgs)
T O —— 50 -
(52) (34)
60 \\ 40 \ \
g @) \\ z e \
@ \ @
E 45 E 30
=z @1 ﬂ\ \ z @) a\
b
a 30 \ b a. 0PSI Inlet @ 20 a. 0PS! Inlet
& w1 \ b. 10 PSI Inlet & (4 \ \ b. 10 PS! Inlet
15 10 \
(10 \ 07) \ \
\
0.5 1.0 1.5 2.0 25 1.0 2.0 3.0 4.0 50
(1.9) (3.8) (5.7) (7.6) (9.5) (3.8) (7.6) (11.4) (15.1) (18.9)

FLOW IN GPM (//min.)

10.75"

FLOW IN GPM (//min.)

11"

For further information, contact your FLOJET representative, or write to:

FLOJET CORPORATION

12 Morgan * Irvine, CA 92718-2003
Tel: 1-714-859-4945

1-800-2 FLOJET

Fax: 1-714-859-1153

IS0 9001 Certified

FLOJET (EUROPE) LTD.

Unit 1, Avant Business Centre

Denbigh West Industrial Estate

Milton Keynes, Bucks, England MK1 1DL
Tel: 44-1908-370088 » Fax: 44-1908-373731
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